1074 Kenran Industrial Blvd
Saint Louis, MO 63137
Phone: (800) 381-9968
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LED ANCHOR LIGHT

Buy fewer batteries!
Never change a bulb!

A low-cost solution for your
barge anchor light needs.
One standard alkaline battery
will last 90 nights.

ANCHOR-RR-DELUX

Specifications:

Battery Life: 3 months on EN 529 Alkaline battery
Light Source: High-powered LEDs

Range: 1 nautical mile

Mount: Magnetic, Stand-alone
Material: High-impact polycarbonate
Weight: 4 Ibs.

Certified by a U.S. Coast Guard Accepted Lab to
meet applicable sections of UL1104

N
ANCHOR-RR-DELUX-BH
Bail Handle Option
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9 SERIES STANDARD

Marker Light Applications:
Buoys, Docks, Bridges, Jetties,
Hurricane Barriers

SPECIFICATIONS:
Range: 3 - 7 miles available (See chart below)
Lamp Life: 50,000 - 100,000 hours
Material: Light stabilized polycarbonate

Dimensions: As shown

Voltages: 12 or 24 VDC, 120 VAC

Mount: 4x4, Flat, Platform, Pipe

Flash Rates: 10, 15, 24, 30, 60 FPM or steady

Standards: Also any of the IALA flash codes meets
all requirements of 33CFR Subpart 66

*Warranty: One year parts and labor at no charge, except for physical
damage or abuse

MOUNT  VOLT. CONFIG MODE RANGE  FLUX *El. COLOR FLASH
RATES
STEADY 3 0.05 Y77
STEADY 4 0.10 35
9 12 10, 15,
o | x| PEEOE S L EE b B e | 2w
94X4 120 ' & 60 FPM
FLASH 6 0.35 100
FLASH 7 0.60 250
 STEADY 3 0.07 16.5 |
9 12 sy |-STEADY 4 017 | 35 10, 15,
9PL 24 iL1oy | STEADY 5 0.45 68 | GREEN 24, 30,
94X4 120 FLASH 7 0.50 63 | & 60 FPM
FLASH | 6 090 | 110
STEADY 3 0.12 17.5
9 12 10, 15,
o | x| RO E R TR e | uw
94X4 120 ' & 60 FPM
FLASH 6 0.95 100
9 12 L5y |-STEADY 3 0.11 16.5 10, 15,
9PL 24 1L12y | STEADY 4 0.23 33 AMBER 24, 30,
94X4 120 FLASH 5 0.75 70 & 60 FPM

=M\ — =
Mo 1639 Stephen Street, Ridgewood, NY 11385 Tel. (718) 456-3606 Fax (718) 381-0229
www.mcdermottlight.com



McDermott Light

& Signal

DRIFTLIGHT SERIES

A uniquely designed Gillnet LED Marker Light
for marking fish gillnets and lobster traps.

Waterproof to 80 feet deep

SPECIFICATIONS:

B Range: 1 mile
DRIFTLIGHT-FLAT-A Battery Life: Flashing: 30 nights on 4 “AA” alkaline batteries
Steady: 10 nights on 4 “AA” alkaline batteries
Material: High-impact polycarbonate
= Weight: 6 oz. with batteries
— Dimensions: 6 3/4"Hx11/2”W
e Mounting: FLAT, MAG, POLE (see below)

Flash Rate: 30 flashes per minute
6 3/4”

v DRIFTLIGHT-POLE-KIT
|1172° | Colors:

Mounting Adapter Options:

FLAT POLE WHITE

RED BLUE
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