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Included Accessories
A�SC58V antenna- ࠮  MBB�3 belt clip ࠮ BC�123SA�SE*  AC adapter ࠮  BC�227 rapid cOarger ࠮ BP�292<3 battery pacR ࠮
.Hand strap  * Depending on tOe transceiver version ࠮

  Built�in C;CSS and D;CS tones ࠮  IP67 dust�tigOt and submersible protection ࠮
  Auto po^er save ࠮  Instant access to CO 16 and Call cOannel ࠮  Dual^atcO and ;ri�^atcO functions ࠮
Supports 4�digit cOannels ࠮  Optional HM�184<3 speaRer�micropOone ࠮  ag Scan function; ࠮  Auto Scan function ࠮
DO NO; use tOe transceiver ^itO any otOer eXuipment not specified in tOe option list (Pages 17�18). Please asR your dealer to ensure 
the rating is acceptable for the intended place of use.

FEATURES

Intrinsically Safe Radio 
with 5 Watt Power Output

5 W* output power for hazardous locations
* 3and mobile cOannels for tOe <SA version! 2 W

Intrinsically safe:
Class I, Division 1, Groups C D; Class II, Division 1, Groups E F G; Class III. T3C.
Non-incendive: Class I, Division 2, Groups A B C D.
Ambient temperature: –20°C (–4°F) ~ +60°C (+140°F)
Standards of safety: ANSI/TIA-4950-A ANSI/UL 121201
Marine and land channel groups  (land mobile channels for USA: 2 W)
700 mW powerful audio
Man over board, man down, and lone worker alarms

VHF MARINE TRANSCEIVER

|M85UL
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VHF Fixed Mount Transceivers

Up to 3 smartphones*1 can be connected as wireless microphones or remote 
controllers in substitute for the COMMANDMICTM

CT-M500 optional wireless interface box for NMEA 2000™ connectivity and 
Two-way Hailer/PA functions
Wide viewing angle color TFT LCD 
Integrated AIS receiver*2 (AIS RX data can be output 
through NMEA 0183-HS)
Sleek, slim design, least depth ever for least mounting 
effort (rear panel depth reduced nearly 50% vs IC-M506)
Simplified Navigation function to a specified waypoint or AIS target
*1 An optional free download software, RS-M500 (for Android™/iOS™) is required to be 
installed.

*2 AIS AIS receiver is not included depending on the transceiver version.

• Active Noise Canceling
• Voice scrambler with optional UT-112A  • Integrated 
GNSS receiver (Selectable from either internal re-
ceiver or use UX-241 GNSS antenna.)  
• NMEA 0183-HS (High Speed) Version 1.01 connectivity 
(38.4 kbps)  • IP68 dust-tight and waterproofing (1 m 
depth water for 60 minutes)  • Automatic Foghorn func-
tions (CT-M500 required)  • Dualwatch and Tri-watch 
functions  • Instant access to Ch 16 and Call channel  
• Tag scan and favorite channel functions  
• AquaQuake™ prevents audio degradation from a water-
logged speaker  • Priority scan function  • Display and 
keypad backlighting  • External speaker connection  
• Controlled with COMMANDMIC™ HM-195GB/GW  
• Supports 4-digit channels

FEATURES

Class-D DSC VHF Marine Transceiver with Wireless LAN Function

Stand-by screen

Navigation screen

Night mode screen

VHF MARINE TRANSCEIVER

External Speaker

NMEA0183

Rear Microphone COMMANDMIC™ GNSS antenna

Wireless LAN

NMEA 2000™

Horn Speaker

CT-M500
WIRELESS INTERFACE BOX

For NMEA 2000™ and Hailer/PA Functions

Wireless Connectivity through Integrated Wireless LAN

SYSTEM OVERVIEW

|M510

REMOTE CONTROL SOFTWARE

Mic/Speaker  Scan ON/OFF
CH/SQL changing
PTT operation 
Intercom function

RS-M500

For Remote Control Operation 

* RS-M500 is under development, therefore this 
screenshot may differ from the final design.

VHF MARINE TRANSCEIVER

M510

Slim depth

53.6 mm (approx.)

AIS
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Wide viewing angle, high contrast 4.3-inch color TFT LCD
Remote control with up to three COMMAND HEADTM/COMMANDMICTM

Integrated AIS receiver* Built-in Class D DSC
NMEA 2000TM connectivity  Intuitive user interface
Class leading receiver performance (Selectivity and IMD: more than 80 dB)
Active noise canceling  Last call voice recording for two minutes
30 W two-way hailer  Optional SP-37 horn speaker
Integrated GNSS receiver (GPS, GLONASS and SBAS), 5 m cable and antenna supplied

 NMEA 0183�HS (HigO Speed) Version 1.01 connectivity ࠮
(38.4 Rbps)  ࠮ IP?8 submersible plus� (1m deptO ^ater for 
60 minutes)  ࠮ DSC Multi�tasR function  9 ࠮? Hailer and Auto�
matic -ogOorn functions  ࠮ Dual^atcO and ;ri�^atcO func�
tions  ࠮ Instant access to CO 16 and Call cOannel  ࠮ ;ag Scan 
and -avorite COannel functions  ࠮ AXua8uaRe� prevents 
audio degradation from a ^ater�logged speaRer  ࠮ Priority 
Scan function  ࠮ Display and Reypad bacRligOting  ࠮ E_ternal 
speaRer connection  ࠮ Optional <;�112�A voice scrambler  
Supports 4�digit cOannels ࠮

AIS

*       AIS receiver unit is an option, depending on the transceiver versionAIS

Intuitive user interface
Active noise canceling
10 W loud audio, public address 

   and foghorn

Optional COMMANDMICTM, HM-195 series
IPX7 submersible
Black and Super White color versions
Integrated GPS receiver simplifies wiring
Built-in Class D DSC

Easy-to-Use and 
Even Easier to Hear

VHF MARINE TRANSCEIVER

VHF Fixed Mount Transceivers

 Instant access to CO ࠮  Dual^atcO and ;ri�^atcO functions ࠮
16 and Call cOannel  ࠮ WeatOer Alert function (<SA Ver�
sion only)  ࠮ ;ag Scan and -avorite COannel functions  
�E_ter ࠮  Display and Reypad bacRligOting ࠮  �AXua8uaRe ࠮
nal speaRer connection  9 ࠮? speaRer function  ࠮ Supports 
4-digit channels

FEATURES

(With GPS Receiver)

Even Easier to Hear

COMMANDMIC�,
HM-195 series capable

Photo shows IC-M424G white version. 
(Available depending on countries)

Photo shows IC-M424G black version.
HM�195.B

Wide viewing angle, high contrast 4.3-inch color TFT LCD  NMEA 0183�HS (HigO Speed) Version 1.01 connectivity ࠮

VHF MARINE TRANSCEIVER

FEATURES

Premium Grade Modern Fixed Mount Radio
Class D DSC, AIS Receiver and Remote Control

AIS plotter

AIS target list

Night mode screen
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  MHz continuous receiver coverage 29.999–0.5 ࠮  IP?7 submersible remote controller Oead ࠮  Optional A;�140 automatic antenna tuner ࠮  W (PEP) of po^erful 9- output 150 ࠮
 Display and Reypad ࠮  COannel scan, COannel 9esume scan and Program scan ࠮  DSC Multi�tasR function ࠮  NMEA 0183 Version 4.10 data input�output (4800–38400 bps) ࠮
bacRligOting  ࠮ E_ternal  speaRer connection

FEATURES FEATURES

Long Range Communications 
Beyond the Horizon

Reliable MF/HF Radio 
Covering All ITU HF Marine Channels

MF/HF MARINE TRANSCEIVER

MF/HF Marine Transceivers

  Alphanumeric readout for programming channel 
names and quick access to channels
150 W* full duty operation  A total of 1136 channels
Rugged construction for withstanding harsh use

   * 60 W (PEP) above tOe 24 MHz band.

Quick channel selection with two large knobs
150 W* full duty operation  
Rugged construction for withstanding harsh use
Large, easy-to-read green LCD

   * 60 W (PEP) above tOe 24 MHz band.

Simplified Radio Telephone 
with 150 Watt Duty Operation

Built-in Class E DSC 
Distress button for an emergency
Wide viewing angle, high contrast 4.3-inch color TFT LCD
Intuitive user interface

  Integrated GNSS receiver (GPS, GLONASS and SBAS), 
5 m cable and antenna supplied

Instant Replay function automatically saves 
the received audio
Advanced RF direct sampling system
Ready for HF E-mail operation*

* Please consult ^itO an H- e�mail provider for details.

Matching design with the IC-M605 VHF marine transceiver

FEATURES

(Non-FCC model)

MF/HF MARINE TRANSCEIVER

(Non-FCC model)

SSB RADIO TELEPHONE

|M803 DSC scan screen E_ample of received Distress screen Night mode screen

Photo shows IC-M330G white version. (Available depending on countries)

Export Only Export Only
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Marine Radars

12.1-inch color TFT display (600 × 800 dots)
3D Display function
  Plot function tracks your route on the radar echo*1

  An external buzzer*2 can be connected 
for warning of a predicted collision
  Multi-language interface 
(English, Indonesian, Korean, Malay, 
Russian, Spanish, Thai and Vietnamese)
True Trail function*1

TLL (Target Latitude Longitude) function*1

  Optional UX-234 video output unit 
for connection with an external display

  Stabilized head up mode*1

12.1-inch Color Radar 
with Simplified ARPA,
3D View and Plot Function

SC-R40! 
2 ft radome scanner (4 kW) 
for MR-1220R4

SC-T40! 
4 ft open array scanner (4 kW) 
for MR-1220T4

SC-T60! 
4 ft open array scanner (6 kW) 
for MR-1220T6

COLOR TFT MARINE RADAR

*1  E_ternal bearing, speed, position, ^aypoint, variation, AIS and DSC data is 
(are) reXuired, ^Oen you use tOese functions.

*2 <ser supplied.
Credits! ;Ois product includes ¸zlib,¹ ¸libusb,¹ ¸freetype,¹ ¸portmap,¹ ¸ncurses,¹ and 
¸libQpeg¹ open source soft^are, and is licensed according to tOe open source soft^are li�
cense. ;Ois product is based in part on tOe ^orR of ¸Eric @oung (eay'cryptsoft.com),¹ and 
¸Independent 1PE. .roup.¹

SC-T60L! 
6.5 ft open array scanner (6 kW) 
for MR-1220T6L

3D Display function (Night mode) Video output (<?�234 reXuired)

Simplified ARPA (Automatic Radar Plotting Aids) 
Function*1

Collision Risk Management Functions

DSC (Digital Selective Calling) 
Information Function*1

AIS (Automatic Identification System) Overlay Function*1

When a target enters within the set watch area, 
the ARPA function automatically tracks the target 
on the radar echo. Up to 20 targets can be auto-
matically tracked (or up to ten targets can be 
tracRed ^Oen manually set). By selecting one of 
the targets, the target information such as posi-
tion, course, speed, CPA, TCPA, bearing, and dis-
tance is shown on the lower side of the display.

When connected to a DSC radio, and a DSC call 
is received, the received message is transferred 
to the MR-1220. Up to 20 DSC messages can be 
plotted on the radar echo.

WOen connected to an e_ternal 
AIS device (including Icom IC-
M605, IC-M510 and MA-510TR) 
up to 100 AIS target icons are 
overlaid on the radar echo. 

Scanner Unit
Selections

MR-1220 Series

• MR-1220R4 • MR-1220T4

• MR-1220T6 • MR-1220T6L

(Non-FCC model)

(with 2 ft, 4 kW radome scanner)

(with 4 ft, 6 kW open array scanner)

(with 4 ft, 4 kW open array scanner)

(with 6.5 ft, 6 kW open array scanner)

FEATURES

Export Only
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Marine Radars

10.4-inch color TFT display (480 × 640 dots)
36 NM range, 4 kW radome scanner

 Intuitive user interface
 Multi-language interface 
(English, Indonesian, Korean, Spanish, Thai and Vietnamese)
AIS Overlay and Favorite AIS functions*1

Simplified ARPA (Automatic Radar Plotting Aids) function*1

DSC Information function*1   True Trail function*1

 TLL (Target Latitude Longitude) function*1

Optional UX-252 video output unit for connection with an external display

Simplified ARPA, AIS Target Plotting 
and DSC Information Display

2 ft Radome Scanner 

COLOR TFT MARINE RADAR

*1  E_ternal bearing, speed, position, ^aypoint, variation, AIS and DSC data is (are) reXuired, 
when you use these functions.

  Navigation function guides you 
to the specified waypoints or AIS targets
  Wide viewing angle 
and high-luminance 4.3-inch color IPS TFT display
NMEA 2000™, NMEA 0183/-HS connectivity
Compatible with 12 V and 24 V power sources
Man OverBoard (MOB) function
  AIS data can be output from a USB cable connector*1

  Silent mode switches off the AIS transmitter 
for security and privacy
  You can pick up AIS targets on the display 
and send Individual DSC Calls*2

  Multi-language interface 
(English, French, Indonesian, Spanish and Vietnamese)
Collision Alarm function  
Anchor Watch function  

GPS antenna supplied (WAAS, EGNOS, MSAS and GAGAN)

  *1  A tOird party application and a connection cable are reXuired.
   *2  A compatible Icom VH- radio (IC�M605, IC�M510, IC�M424, IC�M400BB 

or IC�M330) is reXuired.

Receiving Both Class A 
and B AIS Signals

MA-510TR
CLASS B AIS TRANSPONDER

FEATURES

Class B AIS Transponder

FEATURES
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BATTERY PACKS BATTERY CASES
MODEL NAME BP-292UL (Li-ion)

7.2 V/1910 mAh (min.) 
2010 mAh (typ.)  

BP-306 (Li-ion)
7.2 V/2280 mAh (min.)
2400 mAh (typ.)

BP-245H (Li-ion)
7.2 V/2100 mAh (min.)
2250 mAh (typ.)

BP-296 (Li-ion)
3.6 V/2200 mAh (min.)
2350 mAh (typ.)

BP-252 (Li-ion)
7.2 V/1000 mAh (min.)
1050 mAh (typ.)

BP-290 (Li-ion)
7.2 V/1910 mAh (min.)
2010 mAh (typ.)

BP-234 ( Lithium)
9.0 V/3300 mAh
(non-rechargeable)

BP-297*1

LR03 (AAA) × 3 cells
BP-291
LR6 (AA) × 5 cells

IC-M94D ✔

IC-M73 ✔

IC-M37 ✔ ✔

IC-M25*2

IC-M85 ✔ ✔

IC-M85UL ✔

IC-GM1600 ✔
(On-board use only)

✔
(For survival craft)

DESKTOP CHARGERS USB CHARGER
MODEL NAME BC-251

Desktop charger
BC-210
Desktop charger

BC-235
Desktop charger

BC-173
Regular charger

BC-219N
Rapid charger

BC-225
Intelligent rapid 
charger

BC-226*3

Connectable type.
Connects up to 
six BC-226 units. 

BC-227 
Rapid charger

BC-217S*5

5 V/1 A

IC-M94D ✔

IC-M73 ✔

IC-M37 ✔ ✔
(Use with BC-235)

IC-M25 ✔

IC-M85 ✔ ✔ ✔ ✔

IC-M85UL ✔*4 ✔*4

IC-GM1600 ✔
(for BP-252)

MULTI-CHARGERS AC ADAPTERS CIGARETTE LIGHTER CABLE
MODEL NAME BC-214N 

Rapid charger 
BC-197 
Rapid charger 

BC-238*6

Rapid charger
BC-242
12 V/1 A

BC-123S*5

12 V/1 A
BC-147S*5

12 V/250 mA
BC-157S
12 V/7.5 A

BC-228
15 V/4 A

CP-25H

IC-M94D ✔
(Use with BC-251)

✔
(Use with BC-251)

✔
(Use with BC-251)

IC-M73
✔

(Use #31-#33, 
AD-129 included)

✔
(Use with BC-210)

✔
(Use with BC-197)

✔
(Use with BC-210)

IC-M37 ✔
(AD-138 included)

IC-M25

IC-M85
✔

(Use #61-#63,
AD-132N included)

✔(Use with BC-219N, 
BC-225 or BC-227)

✔
(Use with BC-214N)

✔
(Use with BC-226)

IC-M85UL ✔
(Use with BC-227)

✔
(Use with BC-226)

✔
(Use with BC-227)

IC-GM1600 ✔(Use with BC-173, 
On-board use only)

Optional Accessories for VHF Handheld Transceivers

3.6 V/2200 mAh (min.)
2350 mAh (typ.)

*1  The IC-M37 floats when used with most common brand AAA batteries. Battery weight varies by manufacturer. 
Please check your IC-M37 for buoyancy in a shallow area first when using AAA batteries.

*2 As the Lithium-ion battery pack (3.7 V 1500 mAh) is built into the radio, the user cannot change the battery pack.

*3  An AC adapter should be purchased separately. BC-123S (Straight plug version) for single unit or BC-228 for multiple connectors.
*4  The battery charger must not be used in an explosive atmosphere.

*5 BC-123/BC-147/BC-217SA for USA plug, SE for Europe plug, SV for Australia plug.
*6 DC power cable is supplied with the BC-238, depending on the transceiver version.

✔ : Applicable : Not applicable

Some options may not be available in some countries. Please ask your dealer for details.

2010 mAh (typ.)  
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Optional Accessories for VHF Handheld Transceivers

SPEAKER-MICROPHONES TIE-CLIP MICROPHONE HEADSETS PTT SWITCH CABLE EARPHONES
MODEL NAME HM-213 HM-222H HM-236 HM-163MC HS-94

Earhook type 
with boom 
microphone

HS-95
Behind-the-
head type

HS-97
Throat micro-
phone type

VS-5MC
Manual PTT/
VOX operation

EH-15B
2.5 mm plug

IC-M94D
IC-M73
IC-M37 ✔

IC-M25 ✔

IC-M85 ✔ ✔ ✔ ✔
(Use with VS-5MC)

✔
(Use with VS-5MC)

✔
(Use with VS-5MC) ✔ ✔

(Use with HM-163MC)

IC-M85UL
IC-GM1600

CIGARETTE LIGHTER CABLES DC POWER CABLES READER SOFTWARE SPEAKER-MICROPHONES
MODEL NAME CP-23L OPC-515L OPC-656 RS-BC225

Intelligent char-
ger software for 
Windows®  PC

HM-184UL HM-228 HM-165 HM-202 HM-167

IC-M94D ✔ ✔

IC-M73 ✔
(Use with BC-210)

✔
(Use with BC-197) ✔ ✔

IC-M37
IC-M25
IC-M85 ✔

(Use with BC-219N, or BC-227)
✔ (Use with BC-219N, 

BC-225 or BC-227)
✔

(Use with BC-214N)
✔

(Use with BC-225)

IC-M85UL ✔
(Use with BC-227)

✔
(Use with BC-227) ✔

IC-GM1600

SubmersibleSubmersible SubmersibleSubmersible SubmersibleSubmersible SubmersibleSubmersibleSubmersibleSubmersible

SubmersibleSubmersible SubmersibleSubmersible

SubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersibleSubmersible

EARPHONES ACC ADAPTERS BELT CLIPS
MODEL NAME SP-26

Tube earphone
SP-27
Tube earphone

SP-28 SP-29 SP-40 AD-118
6-Pin Hirose 
plug adapter

AD-135
3.5 mm jack 
earphone 
adapter

MB-86
MB-136

MB-103/103Y
MB-133
MBB-3

IC-M94D ✔
(Use MB-133)

IC-M73 ✔
(Use MB-86)

✔
(Use MB-103)

IC-M37 ✔
(Use MB-133)

IC-M25 ✔
(Use MB-133)

IC-M85 ✔
(Use with HM-163MC)

✔
(Use with HM-222H or AD-135)

✔
(Use with HM-163MC)

✔
(Use with HM-222H or AD-135)

✔
(Use with HM-222H or AD-135) ✔ ✔ ✔

(Use MB-136)
✔

(Use MBB-3)

IC-M85UL ✔
(Use MB-136)

✔
(Use MBB-3)

IC-GM1600 ✔
(Use MB-86)

✔
(Use MB-103Y)

Photo shows MB-86

BELT HANGERS CARRYING CASES ANTENNAS
MODEL NAME MB-96N MB-96F MB-96FL

Long type
LC-187
Charging is possible 
while the case is 
attached.

LC-188 LC-191
Charging is possible 
while the case is 
attached.

FA-S59V
FA-S64V
FA-SC58V
FA-SC59V

IC-M94D ✔ ✔ FA-SC59V

IC-M73 ✔ ✔ ✔ FA-S59V or FA-S64V

IC-M37 FA-SC59V

IC-M25 FA-SC59V

IC-M85 ✔ ✔ ✔ ✔ ✔ FA-SC58V

IC-M85UL ✔ ✔ ✔ ✔ FA-SC58V

IC-GM1600 ✔ ✔ ✔ Fixed type

while the case is 
attached.

The IC-M85UL version should only be used with the specified Intrinsically Safe approved options.
Some options may not be available in some countries. Please ask your dealer for details.

Photo shows MB-133

SubmersibleSubmersible
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HAND MICROPHONES COMMAND HEAD™ COMMANDMIC™ HANDSET HORN SPEAKER
MODEL NAME HM-205B/RB/SW

Speaker microphone
HM-235B/W HM-237B HM-214V RC-M600

HM-205RB and
10 m; 32.8 ft cable
supplied

HM-195B/SW
6.1 m; 20 ft cable
supplied

HM-195GB/GW
6.1 m; 20 ft cable
supplied

HS-98 (#16) SP-37

IC-M605 ✔
(HM-205RB) ✔ ✔

(Use with OPC-2384)
✔

(Use with OPC-2384) ✔

IC-M510 ✔
(Use with HM-205RB) ✔ ✔ ✔

IC-M424G ✔
(Use with HM-205B/SW) ✔ ✔ ✔

IC-M400BB ✔ ✔ ✔

IC-M330G ✔
(Same as supplied) ✔

IC-M330 ✔
(Same as supplied) ✔

IC-M220 ✔
(Same as supplied) ✔

GM600 ✔
(Same as supplied) ✔

WIRELESS INTERFACE BOX FRONT PANEL COVER CONVERSION CABLE EXTENSION CABLES DC-DC CONVERTER FLUSH MOUNT KITS VOICE SCRAMBLER
MODEL NAME CT-M500

For NMEA 2000 
and hailer/RX 
speaker

MBZ-1 OPC-2384
12-pin to 8-pin
Required for 
IC-M605 and 
COMMANDMIC 
connection

OPC-2377
10 m; 32.8 ft cable
for use with 
COMMAND HEAD

OPC-1541
6.1 m; 20 ft cable 
for use with 
COMMANDMIC
and rear microphone
connection

OPC-1000
6.1 m; 20 ft cable
for use with 
rear microphone
connection

PS-310
#01 24 V input
#02 12 V input

MB-75
MB-132
MBF-5 
MBF-7

UT-112/A
Total of 32 voice 
scramble 
codes available

IC-M605 ✔
(Use with HM-195)

✔
(Use with RC-M600)

✔
(Use with HM-195, HM-205RB)

✔
(Use with HM-205RB)

✔
(Use MB-75 or MB-132) ✔

IC-M510 ✔ ✔ ✔
(Use with HM-195)

✔
(Use with HM-205RB)

✔
(Use MBF-7) ✔

IC-M424G ✔
(Use with HM-195)

✔
(Use MB-132)

IC-M400BB ✔
(Use with HM-195)

IC-M330G ✔
(Use MBF-5)

IC-M330 ✔
(Use MBF-5)

IC-M220 ✔
(Use MBF-5)

GM600 ✔

Optional Accessories for VHF Fixed Mount Transceivers

IC-M605 Configuration Variations

AIS Receiver

IC-M605 AIS Integrated 

IC-M605 Not included*

* Optional UX-251 is required for AIS receiver.

IC-M510 Configuration Variations

AIS Receiver

IC-M510 AIS Integrated

IC-M510 Not included

*1 Free download app for Android™/ iOS™. Download on Google Play™/App Store. 
*2 See configuration chart (right).

Photo shows MB-75

SOFTWARE AIS RECEIVER UNIT GNSS ANTENNA
MODEL NAME RS-M500*1

For Android™ /
iOS™ device

UX-251 UX-241

IC-M605 ✔*2
(Installed, depending on version)

✔
(Same as supplied)

IC-M510 ✔ ✔

IC-M424G
IC-M400BB
IC-M330G
IC-M330
IC-M220
GM600




