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ACR GlobalFixTM
HUMCOSafety

• GPS data in self-locating beacon allows for speedier notification to SAR from 1 hour to as little
as 3 minutes, and a reduced search radius from 2.3 nm to .05 nm (100 m, 110 yds), compared to
traditional 406 MHz EPIRBs

• Internal GPS engine with exclusive FastACQ™ technology allows faster 406 EPIRB location
than standard, non-GPS-enabled models; can update position every 20 minutes as allowed
(See Page 10 for discussion on GEOSAR satellite tracking capabilities)

• EPIRB has Circuitry, Battery Voltage and GPS Acquisition Test features built in, or can be
fully tested at a BRC (See Glossary – Full Functional Self-Test)

• Patented, proprietary electronics package for faster, more stable 406 frequency
transmission

• Field Programmable at BRC equipped with FPR-101, FPR-10
• Minimum 48 hrs operating life at -40ºC (-40ºF)
• Minimum 48 hrs NH (non-Hazmat) operating life @ -20ºC (-4ºF)
• Allows for monthly self-test for 5 years
• Lanyard coil retained with all around cover for non-tangling deployment
• Universal usage illustrations; English and French languages

Category 2 406 MHz EPIRB with Integral GPS and LowPro2™ Bracket
Model No. RLB-35 Cat 2

GlobalFix™ 406 EPIRB

• Product includes all features from Category 2 model above,
plus fully enclosed, high density, UV stabilized polyethylene
bracket with hydrostatic release

• Patent pending rod system allows release of the beacon
from a Category 1 bracket when submerged in water
between 1.5 – 4 m (4.9 – 13.1 ft)

Category 1 406 MHz EPIRB with Integral GPS and Sea Shelter2™ Bracket
Model No. RLB-35 Cat 1

GlobalFix™ 406 EPIRB

Product No. 2744/2744NH

Product No. 2742/2742NH

US
A

• CANADA • FRANCE • RUSSIA

US
A

• CANADA • FRANCE • RUSSIA

Responsible Use Guide
The EPIRB is a satellite signaling device of last resort, for use when all other means of
self-rescue have been exhausted, where the situation is grave with imminent danger,
and the loss of life, limb, eyesight or valuable property will occur without assistance.

Register your beacon online at www.beaconregistration.noaa.gov and update every
two years, plus each time you travel by boat, including the number of people in your
party, any significant medical conditions of those on board or other information that
would aid rescuers in the event of an emergency.
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ACR Satellite & RapidFix
HUMCOSafety

• Fastest, self-locating beacon in the world; interfaces with external GPS via NMEA 0183
to download position prior to activation

• Patented (#6388617), “Instant-ON-GPS” technology allows instant transmission of GPS
when beacon is activated

• 100 m (110 yds) GPS position accuracy, optimum allowed by COSPAS-SARSAT
(See Page 10 for discussion on GEOSAR satellite tracking capabilities)

See Category 2 SATELLITE2 406TM, above, for shared features

Category 2 406 MHz EPIRB with GPS Interface and LowPro2
™ Bracket

Model No. RLB-33 Cat 2

RapidFix™ 406 EPIRB
Product No. 2777.5/2777.5NH and 2776/2776NH

• Product includes all features from Category 2 model
above, plus fully enclosed, high density, UV stabilized
polyethylene bracket with hydrostatic release

• Patent pending rod system allows release of the beacon
from a Category 1 bracket when submerged in water
between 1.5 – 4 m (4.9 – 13.1 ft)

Category 1 406 MHz EPIRB with Sea Shelter2
™ Bracket

Model No. RLB-32 Cat 1

See Category 1 SATELLITE2 406TM, above, for shared features

Category 1 406 MHz EPIRB with GPS Interface and Sea Shelter2™ Bracket
Model No. RLB-33 Cat 1

• Typical notification to SAR is 1 hr and search radius is 2.3 nm
• World’s smallest 406 MHz EPIRB approved worldwide
• Patented, proprietary electronics package for faster, more stable 406 frequency transmission
• Full, functional self-test including battery voltage and internal circuitry
• Field Programmable at BRC equipped with FPR-101, FPR-10
• Minimum 48 hrs operating life at -40ºC (-40ºF)
• Minimum 48 hrs NH (non-Hazmat) operating life @ -20ºC (-4ºF)
• Allows for monthly self-test for 5 years
• Lanyard coil retained with all around cover for non-tangling deployment
• Universal usage illustrations; English and French languages

Category 2 406 MHz EPIRB with LowPro2
™ Bracket

Model No. RLB-32 Cat 2

SATELLITE2 406™ EPIRB
Product No. 2775.5/2775.5NH and 2774/2774NH

US
A

• CANADA • FRANCE • RUSSIA

2774/
2774NH

US
A

• CANADA • FRANCE • RUSSIA

2776/
2776NH
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ACR Brackets
HUMCOSafety

• Patent pending rod system allows release of the beacon from a Category 1
bracket when submerged in water between 1.5 – 4 m (4.9 – 13.1 ft)

• Designed to work with ACR’s Open Face™, Sea Shelter™ and Sea Shelter2™

brackets

Size: 2.5 W x 3.38 L x 2.0 H in (6.4 W x 8.6 L x 5.1 H cm)

Weight: 3.3 oz (93.6 g)

Hydrostatic Release Unit for Category 1 Bracket

HydroFix™

Product No. 9490

• Fits SATELLITE 406™ (P/N 2758/2759), SATELLITE2 406™ (P/N 2775),
RapidFix™ 406 (P/N 2777.5), GlobalFix™ 406 (P/N 2744)

• Keyed to eliminate possibility of installing EPIRB backwards
• Built-in magnet deactivates EPIRB’s water sensor when in bracket
• Small footprint for low profile mounting
• Universal mounting configuration – bulkhead or rail mount options.

Fits rail from 3/4” to 3” (19 mm – 7.6 cm)
• Made of high density, UV stabilized polyethylene

Size: 5.25 W x 6.87 H x 2.56 D in (13.3 W x 17.4 H x 6.4 D cm)

Weight: 5 oz (1.41 g)

Universal Category 2 Mounting Bracket

LowPro2
™ EPIRB Bracket

Product No. 9430

Category 1 Mounting Bracket

Sea Shelter2
™ EPIRB Bracket

Product No. 9435/9455

P/N 9435 fits SATELLITE 406™ (P/N 2754/2756/2772), GlobalFix™ 406 (Product No. 2742);
P/N 9455 fits SATELLITE2 406™ (P/N 2774), RapidFix™ 406 (P/N 2776)

• Fully enclosed, textured polyethylene bracket
• Form-function design withstands extremely abusive environments
• Built-in magnet deactivates EPIRB’s water sensor when in bracket
• Replacement bracket only for Category 1 (hydrostatic release, GPS

interface cable not included)

Size: 17.5 L x 6.25 W x 4.75 H in (44.4 L x 15.9 W x 12 H cm)

Weight: 3 lbs (1.36 kg)

Category 1 Bracket Mounting Instructions:

Cat. 1 float-free mounting brackets should be mounted securely to a vertical or horizontal surface where there
are no overhead obstructions. Location aboard a vessel must be chosen to allow the EPIRB to float free of sink-
ing craft and as high as possible, especially on small vessels. This will help ensure operation of the hydrostatic
release unit (HRU) in the event the vessel capsizes without sinking.

The HRU senses water pressure and allows an EPIRB to be released from its bracket at a depth of 1.5 – 4 m
(4.9 – 13.1 ft).
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ACR Personal Locator Beacons
HUMCOSafety

• Product includes all features from MicroFix™ above, plus includes neoprene
flotation pouch (P/N 9467); exceeds RTCM waterproof requirement for
Category 1 (buoyant) PLBs; life raft packable

406 MHz GPS Personal Locator Beacon (Marine)

ResQFix™ 406 GPS PLB

• Smallest, lightest, self-locating 406 GPS PLB alerts Search and Rescue to
your precise location in an emergency

• Highly-sensitive, built-in, -136 dBm GPS receiver for faster acquisition
• When GPS LAT/LON is incorporated in the first transmission, your

location (to within .05 nm, 100 m) can be quickly routed to the closest
appropriate rescue agency

• Single button activation
• Transmits a 5-watt distress message on 406 MHz with your unique ID

(UIN) so rescuers know who you are and where you are,
worldwide

• Comprehensive self-test of 406 MHz/GPS internal circuitry and
battery power

• Built-in GPS acquisition test – an ACR exclusive
• ACR beacons are used extensively by the U.S. military and Coast

Guard, NATO Special Forces and Arctic explorers
• Typical operating life: 40 hrs @ -20ºC (-4ºF) and 8 hours @ -40ºC (-40ºF)
• Exceeds RTCM waterproof requirement for Category 2 (non-buoyant) PLBs; tested to 5 meters
• Multi-function belt clip allows for mounting on safety harnesses, life vests, flight suits and

cockpit bulkheads

406 MHz GPS Personal Locator Beacon (Outdoors, Aviation)

MicroFix™ 406 GPS PLB
Product No. 2898

Product No. 2897

US
A

• CANADA • FRANCE • RUSSIA

Personal Locator
Many wives fear they may one day lose their husband overboard, and most men fear
they’ll lose their boat if they have to abandon ship to a dinghy. ACR has an electronic unit
that will help to allay these fears. It’s the 406 AquaFix™ GPS personal EPIRB. This pocket-
sized transmitter has a GPS included so when it’s activated, your present position is
instantly transmitted to orbiting satellites, which in turn alert rescue forces.

—Dan Fales, © 2006 Motor Boating

US
A

• CANADA • FRANCE • RUSSIA
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ACR GPS
HUMCOSafety

• Product includes all features from AquaFix™ above, with the exception of the
bulkhead mount and the addition of a serial plug (P/N 9391) to connect to a
handheld GPS

406 MHz PLB with NMEA 0183 GPS Interface and Onboard GPS/
406 MHz PLB with NMEA 0183 GPS Interface (Outdoors)

TerraFix™ 406 GPS PLB
Product No. 2798.4NH/2798.2NH

Product No. 2799.4NH/2799.2NH

• Product includes all features from AquaFix™ above

406 MHz PLB with NMEA 0183 GPS Interface and Onboard GPS/
406 MHz PLB with NMEA 0183 GPS Interface (Aviation)

AeroFix™ 406 GPS PLB

• AquaFix™ 406 GPS I (P/N 2797.2) interfaces with an external GPS (NMEA 0183)
to reliably add LAT/LON to the message

• AquaFix™ 406 GPS I/O (P/N 2797.4) has a GPS receiver mounted Onboard
for the utmost in simplicity; just activate the beacon and it acquires GPS
coordinates; GPS I Interface also included for reliability

• Patented, “Instant-ON-GPS” technology allows instant transmission of GPS
when beacon is activated

• When GPS LAT/LON is incorporated in the first transmission, your
emergency can be quickly routed to the closest response agency
in as little as three minutes and position accuracy is within .05 nm (100 m)

• GPS data added via included optical interface cable (P/N 9388)
• Built-in GPS acquisition test – an ACR exclusive (P/N 2797.4)
• Transmits a 5-watt distress message on 406 MHz with your unique ID (UIN)

so rescuers know who you are and where you are, worldwide
• Typical operating life: 31 hrs @ -20ºC (-4ºF); inherently buoyant
• Bulkhead mount bracket included

406 MHz PLB with NMEA 0183 GPS Interface and Onboard GPS/
406 MHz PLB with NMEA 0183 GPS Interface (Marine)

AquaFix™ 406 GPS PLB
Product No. 2797.4NH/2797.2NH

2799.4NH

US
A

• CANADA • FRANCE • RUSSIA

2798.4NH

US
A

• CANADA • FRANCE • RUSSIA

2797.4NH

US
A

• CANADA • FRANCE • RUSSIA
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ACR Strobe Light
HUMCOSafety

5

• Now SOLAS compliant
• State-of-the-art lamp/lens combo produces brighter flash

that surpasses the SOLAS specification
• Large sliding switch allows for

easy operation by gloved hands
• Specially designed base platform

allows unit to stand upright easily
• Stainless steel retainer securely

attaches battery door to case
• Integral lashing loops provide

a secure anchor point

Rescue Strobe Light

Firefly®3
Product No. 3995.3 Carded/3995.4 Bulk

Rescue Combo Light, Strobe/Incandescent

Firefly®2 Doublefly
™

Product No. 3999.1 Carded/3999 Bulk

• Special water activation feature: unit will turn on when armed
and in contact with water

See Firefly®
3 , above, for shared features

Water Activated Rescue Strobe Light

Firefly®3 Waterbug
™

Product No. 3996.3 Carded/3996.4 Bulk

Activate once
for strobe

Activate again
for steady light

• Multi-function switch selects between strobe light for visibility at great
distances or steady, incandescent light for close-up recovery work

• Large sliding switch allows for easy operation by gloved hands
• Specially designed base platform allows unit to stand upright easily
• Stainless steel retainer securely attaches battery door to case
• Integral lashing loops provide a

secure anchor point

222



1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

ACR Strobe Light
HUMCOSafety

• Corrosion-resistant case
• Slim, lightweight design
• Attachment pin engages top cap; prevents accidental disassembly
• Easily mounted with C-Clip, steel clip or Velcro strap supplied with unit

Life Preserver Emergency Signaling Strobe

C-Clip

C-Strobe™ with C-Clip
Product No. 3959 Carded/3958 Bulk

• Adjustable flash shield for optimum eye protection
• Small, rugged light packs inside inflatable life jacket or attaches

to standard life vest
• Provides location lighting to USCG requirements for 6 hours
• Pull-pin activation: Automatically activates when PFD

inflates or if manually pulled
• Pull-pin lanyard clips to bottom of most inflation chambers
• Easy to mount – fits on oral inflation tube via O Ring, or fits

on strap of conventional life jackets

Pull-Pin Inflatable PFD Strobe

RapidFire™ Strobe
Product No. 3961.1

• Grips snugly around most oral inflation
tubes on U.S. Coast Guard-approved inflat-
able life vests to hold C-Strobe™

• Constructed of custom blend of highly,
UV-resistant polypropylene

• All edges are rounded to maintain inflation
bladder integrity

• Can be fitted to the high-pressure hose
on most SCUBA buoyancy compensators
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ACR Strobe & Inflatable PFD Light
HUMCOSafety

• Ideal for boaters, hunters, campers, skiers
or divers’ BC pocket

• Use flashlight for emergency vs. utility
situations to preserve battery life

Emergency Recreational Strobe
and Flashlight Combo

Firefly® Plus
Product No. 1916

• Small, rugged light packs inside inflatable life jacket or attaches
to standard life vest

• Provides location lighting to USCG requirements for 6 hours
• Pull-pin activation: Automatically activates when PFD inflates

or if manually pulled
• Pull-pin lanyard clips to bottom of most inflation chambers
• Easy to mount – fits on oral inflation tube via O Ring, or fits

on strap of conventional life jackets

Pull-Pin Inflatable PFD Light

RapidFire™ Light
Product No. 3365.1

n

n

Personal Signaling Lights Application Recommendations

Crew
Model Product No. Adult Child Inflatable Safety Float Work SOLAS Commercial Immersion Overboard RapidDitch™ Flight Back

Pfds Pfds Pfds Harness Coats Suits Pfds Carriage Suits Poles Bags Suits Packs

THE FOLLOWING PRODUCTS ALLOW USER-REPLACEABLE BATTERIES

Firefly®2 Doublefly™ 3999.1 n n n n n n n

Firefly®3 Waterbug™ 3996.3 n n n n n n n n

Firefly®3 3995.3 n n n n n n n

C-Strobe™ 3959 n n n n n n n n

C-Light™ 3355 n n n n n n n n

Firefly® Plus 1916 n n n n n n

DistresS.O.S.™ 1842 n

THE FOLLOWING PRODUCTS COME WITH “FIT-AND-FORGET” BATTERIES INSTALLED
HemiLight™ Manual 3765 n n n n n n n n

HemiLight™ Automatic 3766.1 n n n n n n n n n n

RapidFire™ Light 3365.1 n n

RapidFire™ Strobe 3961.1 n n n
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ACR HemiLightTM
HUMCOSafety

• Attachment loops accommodate up to 2.5 cm
(1 in)-wide webbing

• Dragon Clip™ (included) provides secure,
cost effective, quick retro-fit attachment to
almost any style life jacket (accommodates
up to 6.3 cm (2.5 in)-wide webbing)

• Rounded edges to maintain inflation bladder
integrity in inflatable jackets

• Smaller than other approved lights; choice
of cruise lines worldwide

Survivor Locator Light

HemiLight™

Product No. 3766.1 Automatic Carded
Product No. 3765 Manual Bulk/3766 Automatic Bulk

ACR Electronics, Inc. Useful Life Policy

Products Affected: This policy
applies to safety electronic
products including SARTs,
EPIRBs and VHF Radios manu-
factured by ACR Electronics in
Fort Lauderdale, FL.

Policy: The typical service life
of a properly maintained
Product is limited to 12 years
from date of manufacture.
Effective immediately, any
Products that are 12 years and

one month or older from date of
manufacture will not be serviced

by ACR or our Battery Replacement
Centers. A Product that is 12 or fewer years
old from date of manufacture will be serviced
as long as the unit appears fit to be placed
back into its final operational cycle. Service
includes the replacement of those items that
must be replaced at specified service intervals
(see product manual) and the verification that
the device appears to be in good mechanical
and electrical working condition by an ACR
authorized service technician.

Disclaimer: ACR and our Battery
Replacement Centers reserve the right
to refuse to service any Product for
no reason. ACR products are
designed to withstand
repeated exposure to sun,
humidity, temperature
extremes and salt fog.
However, while ACR
can choose to repair/
replace any product at
our discretion, ACR is
not obliged to service
Products that have been
abused or subjected to
excessively abusive
environments such that the

mechanical or electrical
integrity of the unit appears to
have been compromised. ACR
retains the sole right to
determine if a Product has
been abused.
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ACR Marker Light & Bracket
HUMCOSafety

• Brighter light in all directions
• High intensity Xenon strobe
• Upgraded, polycarbonate blend case
• Improved impact rating; UV, temperature and chemical-resistant
• Automatically rights itself and activates when in the water
• Extremely durable; withstands vigorous use
• Tested to UL 1196

Application: Perfect for commercial marine, petro-marine,
cruisers and any application needing a reliable COB light

Automatic Crew-Overboard Marker Light
with Bulkhead Bracket

SM-2
Product No. 3940.1

p

SM-2 Bracket
Product No. 9437

Stainless Steel Lifeline Bracket for SM-2

• Attaches to SM-2 as a mounting bracket
to sailboats fitted with a lifeline

226

5


