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Better Chamber Type Silencer:
Expected Attenuation is 20 to 24 dBA

Use a model M31 in residential areas where
background noise is present but not objectionable.
In these areas, installation of an M31 on an engine
exhaust is intended to bring the noise level down to
match the ambient noise levels.

Example: In a quieter residential area off main
traffic areas and away from constant noise sources.

* Internal combustion engine intakes and exhausts
 Blower intakes and discharges
* Vacuum pump discharges
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Chamber Type Silencer

* Advanced acoustical design

¢ Heavy duty, all welded construction and
long service life

e Easily installed in any position

* Prime coated exterior finish

* Explosion relief cover

¢ Flexible connectors

* Companion flanges

e Cleanout openings

* Side inlet(s)

* Side outlet

* Horizontal or vertical support arrangements
* Special paint

* Stainless steel construction
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Note: Dimensions are in inches, weights are in pounds.
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Chamber Type Silencer

* Advanced acoustical design

» Heavy duty, all welded construction and
long service life

* Easily installed in any position

¢ Prime coated exterior finish

Excellent Chamber Type Silencer:
Expected Attenuation is 24 to 28 dBA

Use a model M41 for quiet residential areas where
background noise is relatively low and “critical”
grade silencing is required.

Example: For truly quiet residential areas where
ambient noise levels are very low and the sound of
birds singing and the soft hum of air conditioning
units may be the noticeable noise features.

* Explosion relief cover

¢ Flexible connectors

* Companion flanges

¢ Cleanout openings

e Side inlet(s)

* Side outlet

» Horizontal or vertical support arrangements
* Special paint

* Stainless steel construction

* Internal combustion engine intakes and exhausts
* Blower intakes and discharges
* Vacuum pump discharges
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Note: Dimensions are in inches, weights are in pounds.
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Best Chamber Type Silencer:
Expected Attenuation is 28 to 32 dBA

Use a model M51 for the highest degree of
silencing in areas requiring “hospital grade” noise
reductions. The M51 is presently the top-of-the-line
silencer without resorting to multiple silencers in
series or custom designed silencers.

Example: Suitable for use where background noise
is extremely low, such as residential or hospital
locations away from busy streets.
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* Internal combustion engine intakes and exhausts
* Blower intakes and discharges
* Vacuum pump discharges
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Chamber Type Silencer

* Advanced acoustical design

¢ Heavy duty, all welded construction and
long service life

e Easily installed in any position

* Prime coated exterior finish

* Sizes 1" to 3" have MNPT connections

e Sizes 1" through 10" are two chambered

* Sizes 12" and larger have three chambers

* Explosion relief cover

¢ Flexible connectors

* Companion flanges

* Cleanout openings

¢ Side inlet(s)

* Side outlet

» Horizontal or vertical support arrangements
* Special paint

* Stainless steel construction
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Note: Dimensions are in inches, weights are in pounds.

6075

of larger 315 63 125
Octave Band Center Frequency (Hz)

598

S




