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PRODUCTS, INC.

Mud Boat Propellers

2 Blade Weedless A-C, W-C, H-D are designed for efficient, durable performance in weed-
infested waters.

2 Blade Weedless A-C, W-C, H-D are designed for
efficient, durable performance in weed-infested
waters.

The A-C series is primarily for smaller air-cooled
inboard engines. Diameters range from 6" to 10"
with straight bores.

The W-C series offer heavier blades and a larger
hub for water cooled engines. Diameters range
from 6" to 10" with tapered bores.

The Weedless H-D series (heavy duty) is designed
for maximum strength and durability in weed
infested waters. It is designed to take on the
heaviest of weeds. Diameters range from 10" fo

weedless A-c 16", with standard taper bores.

All 2 Blade Weedless propellers are Available in
NiBrAl or Manganese Bronze.

Weedless W-C
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Weedless A-C Specifications

MAXIMUM MAXiMUM AREA PER ApPpPrOX. NET
STRAIGHT BORE BLabe WIDTH BLADE WEIGHT
(INCHES) (INCHES) (sa. IN) (Les.)

AVAILABLE
PiTcH

10 254 6L, 10L 1-7116 1-3/4 214 3/4 4-11/16 14.7 3.5 .042

Weedless W-C Specifications
; EXPANDED

Maximum Maxivum AREA PER ApPrOX. NET
STRAIGHT BORE BLADE WiDTH BLaDE WEIGHT
(INCHES) {INCHES) (s@. N} (L8s.)

AVAILABLE

'51 " stralght no keyw:
- 5/8" or 3/4" straight &

Hug DIMENSIONS

]
HES MaxiMuM Maximum EXPANDED i
(NCHES) STANDARD STRAIGHT MaxiMum AREA PER APPROX. NET |
AVAILABLE TaPER BORE Bore BLADE WIDTH BLaoe WEIGHT
PiTCH ; (INCHES) (INCHES) (INCHES) (sQ. IN) (L8s.)
10 254 6R, 8, 10, 12 1-7/16 1-5/8 2-1/4 1 1 6-11/16 21 5 .058

12 305 10, 12, 14 1-9/16 1-3/4 5-5/8 1-1/8 1-1/4 8 30

7.5 .058

14 356 8, 10, 121, 14, 16 1-3/4 2 1-1/8 1-1/4 9-7/16 41 12 .058

16 .058

16 406 8-16 Even 1-15/16 2-3/16 3-3/8 1-1/4 1-3/8 10-1116 55

Similar designs, along with Michigan MP-Style, are utilized in industrial applications for mixing and aeration. The primary
material is stainless steel.

For Stainless Steel 2 and 3-blade weedless propellers, contact Humco Marine Products, Inc.
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