
1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous

surface mount

Boat Style Power

Dial Size/Design 2 3/4" (70mm)/Direct-Read Dial

Night Lighting 12V Green

Compensators Built-in

Warranty 5-Year

Approx. Shipping Wt. 1 lb. (454g)

Protective Cover Model No. E-50-C

3 5/8"
9 3 m m

2 7/8"
7 3 m m

S-53

S-53W

S-53G

bracket mount

Boat Style Power

Dial Size/Design 2 3/4" (70mm)/Direct-Read Dial

Night Lighting 12V Green

Compensators Built-in

Warranty 5-Year

Approx. Shipping Wt. 1 lb. (454g)

4 "
1 0 2 m m

4 9/16"
1 1 6 m m

4 11/16"
1 1 9 m m

B-51G

B-51W

B-51

980
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1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous

Boat Style Power

Dial Size/Design 2 3/4" (70mm)/Direct-Read Dial

Night Lighting 12V

Viewing Adjustable to 30°

Compensators Built-in

Mounting Hole 3" (76mm) Instrument Hole

Warranty 5-Year

Approx. Shipping Wt. 1 lb. (454g)

3 3/8"
8 6 m m

2 7/8"
7 4 m m

3 9/16"
9 1 m m

1 13/16"
4 7 m m

3 9/16"
9 1 m m

1 3/4"
4 5 m m

7/16"
1 1 m m

V-57W.2

V-57.2

dash mount

bulkhead mount

Boat Style Sail

Dial Size/Design 2 3/4" (70mm)/Direct-Read Dial

Night Lighting 12V

Viewing Adjustable to 30°/
Heel angle to 25°

Compensators Built-in

Mounting Hole 3" (76mm)

Warranty 5-Year

Approx. Shipping Wt. 1 lb. (454g)

3 11/16"
9 3 m m

3 3/4"
9 5 m m

V-537

V-537B

V-537W

.2

981
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1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous

deck mount

Boat Style Power

Dial Size/Design 2 3/4" (70mm)/Direct-Read Dial

Night Lighting 12V Green

Compensators Built-in

Warranty 5-Year

Approx. Shipping Wt. 1 lb. (454g)

Protective Cover Model No. E-50-C

Boat Style Power

Dial Size/Design 3" (76mm)/Flat-Card Dial

Night Lighting 12V Green

Compensators Built-in

Warranty 5-Year

Approx. Shipping Wt. 1 lb. 8oz. (680g)

Protective Cover Model No. V-80-C

4 1/16"
1 0 4 m m

3 5/8"
9 3 m m

3 15/16"
1 0 0 m m

5 1/8"
1 3 0 m m

4 9/16"
1 1 6 m m

D-55

D-84

deck mount

982

13



1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous
flush mount

Boat Style Power

Dial Size/Design 3" (76mm)/Flat-Card Dial

Night Lighting 12V Green

Compensators Built-in

Mounting Hole 4 1/8" (105mm)

Warranty 5-Year

Approx. Shipping Wt. 1 lb. 8 oz.(680g)

Protective Cover Model No. V-80-C

Boat Style Power

Dial Size/Design 3" (76mm)/CombiDial

Night Lighting 12V Green

Compensators Built-in

Mounting Hole 4 3/16" (107mm)

Warranty 5-Year

Approx. Shipping Wt. 1 lb. 4 oz.(567g)

Protective Cover Model No. V-83-C

2 3/16"
5 6 m m

4 1/8"
1 0 5 m m

5 1/4"
1 3 3 m m

2 "
5 1 m m

2 "
5 1 m m

5 1/4"
1 3 3 m m

4 3/16"
1 0 7 m m

1 5/16"
3 3 m m

F-83

F-82W

F-83W

F-82

flush mount

983

13



1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous

bracket mount

Boat Style Power

Dial Size/Design 3" (76mm)/Flat-Card

or CombiDial

Night Lighting 12V Green

Compensators Built-in

Warranty 5-Year

Approx. Shipping Wt. 1lb. 8oz. (680g)

Protective Cover Model No. V-80-C (B-80)

Model No. V-83-C (B-81)

5 1/4"
1 3 3 m m

4 1/4"
1 0 8 m m

4 15/16"
1 2 5 m m

Boat Style Power

Dial Size/Design 3" (76mm)/CombiDial

Night Lighting 12V Green

Compensators Built-in

Warranty 5-Year

Approx. Shipping Wt. 1 lb. 3 oz. (539g)

Protective Cover Model No. V-83-C

S-87W

S-87

surface mount

3 9/32"
8 3 m m

4 1/2"
1 1 5 m m

B-81

B-80

984

13



1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous

IMPORTANT ORDERING INFORMATION: All Steel and Commercial Boat

Compasses are individually custom assembled to order, and there are many

options to consider. All models are available with your choice of 12, 24, or 32-

volt night lighting. In addition, Globemaster Models are available for either sail or

powerboats with a choice of dial sizes and dial degree graduations. The

Globemaster Traditional Binnacle Models are also available in Polished Brass

(X), Chrome Plated Brass (C) or Black (B) finish. Please ask your dealer or boat builder

for complete specifications, options and ordering information or call Ritchie

Customer Service at 781-826-5131.

2° Dial Model No. G-2 (5" only)

2° Dial w/points Model No.

G-2-P (5" and 6")

5° Dial Model No. G-5 (5" and 6")

Dial Size/Design 3 3/4" (57mm)/Flat-Card Dial
Night Lighting 12V Green/24V or 32V by order
Overall Dimensions 12" x 6 1/6" (305mm x 157mm)
Base 4 3/8" (111mm)
Warranty 5-Year
Approx. Shipping Wt. 6 lb. (2.72kg)
Protective Cover Model No. H-741-C

steel and commercial vessels

Dial Size/Design 4 1/2" (114mm)/Flat-Card Dial
Night Lighting 12V Green/24V or 32V by order
Overall Dimensions 17 1/4" x 6 1/6" (438mm x 157mm)
Base 7 1/4" (184mm)
Warranty 5-Year
Approx. Shipping Wt. 10 lb. (4.5kg)
Protective Cover Model No. N-203-C

steel and commercial vessels

HB-845

B-200P

985
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IMPORTANT ORDERING INFORMATION: All Steel and Commercial Boat

Compasses are individually custom assembled to order, and there are many

options to consider. All models are available with your choice of 12, 24, or 32-

volt night lighting. In addition, Globemaster Models are available for either sail or

powerboats with a choice of dial sizes and dial degree graduations. The

Globemaster Traditional Binnacle Models are also available in Polished Brass

(X), Chrome Plated Brass (C) or Black (B) finish. Please ask your dealer or boat builder

for complete specifications, options and ordering information or call Ritchie.



1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous

D-5-S D-6-S
Dial Size/Design 5" (127mm) 6" (152mm)
Night Lighting 12V Green/24V or 32V by order
Overall Dimensions 22" x 8 3/4" 23 3/4" x 10 1/4"

(556mm x 223mm) (603mm x 260mm)
Base 7 1/8" (181mm) 8 3/16" (209mm)
Warranty 5-Year 5-Year
Approx. Shipping Wt. 23 lb. (10.44kg) 29 lb. (13.15kg)

steel and commercial vessels

D-5-S

YB-500 YB-600

Dial Size/Design 5" (127mm) 6" (152mm)

Night Lighting 12V Green/24V or 32V by order

Overall Dimensions 19" x 8 1/4" 20 1/4" x 9 7/8"

(483mm x 210mm) (514mm x 245mm)

Base 6 7/8" (175mm) 8" (203mm)

Warranty 5-Year 5-Year

Approx. Shipping Wt. 18 lb. (8.16kg) 26 lb. (11.90kg)

steel and commercial vessels

YB-500

986

13



1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous

feature a special anti-vibration mount. Isolates Dial to protect Pivot and Jewel.

C-453 C-463

Dial Size/Design 5" (127mm) 6" (152mm)

Night Lighting 12V Green/24V or 32V by order

Overall Dimensions 8 1/2" x 8 1/4" 9 1/2" x 10 1/4"

(216mm x 210mm) (241mm x 260mm)

Base 8 1/16" (214mm) 9 1/2" (241mm)

Warranty 5-Year 5-Year

Approx. Shipping Wt. 7 lb. (3.52kg) 12 lb. (5.44kg)

commercial vessels

C-453

B-453 B-463

Dial Size/Design 5" (127mm) 6" (152mm)

Night Lighting 12V Green/24V or 32V by order

Overall Dimensions 19" x 8 1/4" 20 1/2" x 10 1/4"

(463mm x 210mm) (521mm x 260mm)

Base 7 1/4" (111mm) 9 1/2" (241mm)

Warranty 5-Year 5-Year

Approx. Shipping Wt. 10 lb. (4.5kg) 24 lb. (10.89kg)

steel and commercial vessels

B-453

987
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1074 Kenran Industrial Dr.
St. Louis, MO 63137
Phone: 1-800-381-9968

Ritchie Compasses

HUMCOMiscellaneous

Dial Size/Design 7 1/2” (192mm)/Flat-Card Dial

Night Lighting 12V, 24V, 32V, and 110V

Overall Dimensions 25” x 9 3/8” (635mm x 238mm)

Base 12 1/2” (318mm)

Warranty 5-Year

Approx. Shipping Wt. 43 lb. (19.5kg)

large commercial vessels

Dial Size/Design 7 1/2” (192mm)/Flat-Card Dial

Night Lighting 12V, 24V, 32V, and 110V

Overall Dimensions 11 3/4” x 9 3/8”

(299mm x 238mm)

Base 12 1/2” (318mm)

Warranty 5-Year

Approx. Shipping Wt. 19 lb. (8.6kg)

large commercial vessels

NS-7.5-SB

NS-7.5

NS-7.5-SB

Dial Size/Design 7 1/2” (192mm)/Flat-Card Dial

Night Lighting 12V, 24V, 32V, and 110V

Overall Dimensions 11 3/4” x 5 15/16”

(299mm x 151mm)

Base 12” (304mm)

Warranty 5-Year

Approx. Shipping Wt. 16 lb. (7.3kg)

large commercial vessels
NS-7.5-BIN

•1° increments with cardinal and inner cardinal markings

•Dial float chamber removes nearly all the weight from pivot and jewel to

extend operation by years

•Bezel machined to accommodate 7½” Navy standard azimuth circle or

bearing circle

•5” quadrantal spheres standard with steel boat model, smaller sizes

available on request

•Meets or exceeds Solas ISO Class A compass requirements

•Operating Temperature Range: -22°F (-30°C) to +175°F (+80°C)

•12, 24, 32, and 110 Volt Lighting included988
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